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X-18 Beamline Safety Inspection

For items 1 to 5, go to the other side and at the start of the beamline
 FORMCHECKBOX 

1.
The front-end pressure reads less than 2 x 10-9
 FORMCHECKBOX 

2.
Fixed aperture covered with lead and banded

 FORMCHECKBOX 

3.
Bremsstrahlung shield #1 in place and banded

 FORMCHECKBOX 

4.
Exclusion zone #1 in place and banded

 FORMCHECKBOX 

5.
Be window #1 covered with lead and banded

 FORMCHECKBOX 

6.
Bellows #1 covered with lead and banded

 FORMCHECKBOX 

7.
Bremsstrahlung shield #2 in place and banded

 FORMCHECKBOX 

8.
Exclusion zone #2 in place and banded

 FORMCHECKBOX 

9.
Exclusion zone #3 in place and banded

 FORMCHECKBOX 

10.
Bremsstrahlung shield #3 in place and banded

 FORMCHECKBOX 

11.
Bellows #2 covered with lead and banded

 FORMCHECKBOX 

12.
Viewport covered with leaded Plexiglas and banded

 FORMCHECKBOX 

13.
Exclusion zone #4 in place and banded

 FORMCHECKBOX 

14.
Bremsstrahlung shield #4 in place and banded

 FORMCHECKBOX 

15.
Bellows #3 covered with lead and banded

 FORMCHECKBOX 

16.
Exclusion zone #5 in place and banded

 FORMCHECKBOX 

17.
Bremsstrahlung shield #5 in place and banded

 FORMCHECKBOX 

18.
Be window #2 covered with lead and banded

 FORMCHECKBOX 

19.
Bellows #4 covered with lead and banded

 FORMCHECKBOX 

20.
Viewport on Monochromator chamber covered with leaded Plexiglas

 FORMCHECKBOX 

21.
Yale padlock on Monochromator secured on 6 flanges

 FORMCHECKBOX 

22.
Bellows #5 covered with lead and banded

 FORMCHECKBOX 

23.
Bremsstrahlung shield #6 (for photon shutter) in place and banded

 FORMCHECKBOX 

24.
Bremsstrahlung shield #7 between the hutch and photon shutter in place

 FORMCHECKBOX 

25.
Beam stop inside the hutch in place and banded

 FORMCHECKBOX 

26.
Valid flange lock checklist dated and posted at the hutch door
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